Title
THE MOVING APERTURE MICROSCOPE: A MULTI-RADIATION IMAGING DEVICE

Permalink
https://escholarship.org/uc/item/504041qt

Authors
Hayes, Thomas L.
Upham, Frank T.

Publication Date
1968-02-01
THE MOVING APERTURE MICROSCOPE: A MULTI-RADIATION IMAGING DEVICE

Thomas L. Hayes and Frank T. Upham

February 1968

TWO-WEEK LOAN COPY
This is a Library Circulating Copy which may be borrowed for two weeks. For a personal retention copy, call Tech. Info. Division, Ext. 5545

Berkeley, California
DISCLAIMER

This document was prepared as an account of work sponsored by the United States Government. While this document is believed to contain correct information, neither the United States Government nor any agency thereof, nor the Regents of the University of California, nor any of their employees, makes any warranty, express or implied, or assumes any legal responsibility for the accuracy, completeness, or usefulness of any information, apparatus, product, or process disclosed, or represents that its use would not infringe privately owned rights. Reference herein to any specific commercial product, process, or service by its trade name, trademark, manufacturer, or otherwise, does not necessarily constitute or imply its endorsement, recommendation, or favoring by the United States Government or any agency thereof, or the Regents of the University of California. The views and opinions of authors expressed herein do not necessarily state or reflect those of the United States Government or any agency thereof or the Regents of the University of California.
THE MOVING APERTURE MICROSCOPE:
A MULTI-RADIATION IMAGING DEVICE

Thomas L. Hayes and Frank T. Upham

February 1968
A device, the Moving Aperture Microscope, is described which allows many kinds of radiation to be used in forming the microscope image. The use of the device as a proton microscope, x-ray microscope, etc. is discussed and the advantages of the increased information content of the images formed by this device are mentioned.
There are two basic considerations involved in the assessment of any microscope system. The first is how small a volume can be analyzed by the system and is generally described in terms of resolving power. The second consideration involves the kinds of information about this volume that is transferred to the image. While resolving power has been investigated with great vigor the information content of the image has not received as much attention. As a result, very high resolution instruments such as the transmission electron microscope are available but the information contained in the image of such a microscope is quite limited.

Over the last several years we have attempted to concentrate our research on the information aspect of the image rather than on ultra high resolution and the development of the Moving Aperture Microscope represents another step in this direction.

Principles of Operation of the Moving Aperture Microscope.

The information content of a microscope image depends on the interaction of a particular kind of radiation with the specimen. If the image is formed by focusing the radiation through a lens system as is the case with the light microscope and the standard transmission electron microscope, there are several restrictions placed on the types of radiation available and therefore on the information content of the image. First, in such a focused system the two basic functions mentioned above, localization and information transfer, are carried out by the same radiation and are therefore linked together. For example, the high information content of the light microscope image is linked to the low resolution dictated by light optics. The standard electron microscope, on the other hand, has high resolving power but this high resolution
is linked to the low information content of the electron specimen interaction which basically depends only on the atomic properties \((z, \rho)\) and gives no information with regard to the chemical nature of the specimen.

A second limitation imposed by the focused-lens system is that such a system must use only those radiations which are focusable and there are several interesting types of radiation that do not fall into this category.

In order to increase the number of types of radiation that can be used, the lens system of image formation was replaced by a time sequence of points in the Moving Aperture Microscope, much like the system used in the formation of a television image. Such a system relies on two synchronous beams; one sweeping over the specimen and one on the face of the cathode ray tube. For every point on the specimen there is a corresponding point on the C.R.T. and the brightness of the C.R.T. point is modulated by the signal picked up by a detector near the specimen.

In the Moving Aperture Microscope, the beam sweeping the specimen is formed by a small aperture which is moved in synchrony with the C.R.T. beam by means of an electro-mechanical transducer. The aperture and the C.R.T. beam are driven by the same scan generator thus producing the synchronous rasters. The size of the raster of the specimen beam is very much smaller than the raster on the face of the C.R.T. and the ratio of the two sizes is the magnification of the system.

A schematic diagram of the Moving Aperture Microscope is shown in Fig. 1.

**Discussion**

A similar method of non-focused image formation is used in the scanning electron microscope (SEM)\(^1\). The SEM utilizes a scanning beam of electrons
to sweep the specimen and can use a variety of radiations induced by these electrons as the video signal. The tiny electron beam is formed by focusing the electrons using magnetic lenses. The Moving Aperture Microscope is a further step in radiation versatility in that all forms of radiation, not just electrons, may be used as the incident exciting radiation as well as using the variety of radiation for the video signal. Thus, a proton microscope, an x-ray microscope or a high energy ß-ray microscope could all be developed by using the Moving Aperture Microscope with the appropriate radiation source. The video signal in each of these modes could be the same or a different type of radiation.

Developments in rapid, accurate positioning by the use of electro-mechanical transducers and improved sensitivity of radiation detection have made this system technically feasible. The size of the beam produced by the aperture is limited by diffraction effects which in turn are a function of the wavelength of the radiation used. Since we are free of the requirement of focusing many very short wavelength radiations, both electro-magnetic and particulate are available to us.

It would seem that the Moving Aperture Microscope by using a variety of kinds of radiation could add considerably to the information content of microscopic images. As an alternative mode of operation in cases where a very thick aperture is required, it would be possible to move the specimen with the electro-mechanical transducer while the aperture remained stationary.
References

* This work is supported by the U. S. Atomic Energy Commission.


RADIATION SOURCE:
Electromagnetic (light, u.v., x rays, gamma rays, etc.) or
Particulate (protons, alpha particles, beta rays, electrons, etc.)

COLLIMATOR

ELECTROMECHANICAL TRANSDUCER
(piezoelectric, magnetic, etc.)

MOVING APERTURE

SCAN GENERATOR

VIDEO AMPLIFIER

SPECIMEN

DETECTOR FOR:
Electromagnetic radiation or
Particulate radiation

IMAGE

CRT

MOVING APERTURE MICROSCOPE
SCHEMATIC DIAGRAM

Fig. 1
This report was prepared as an account of Government sponsored work. Neither the United States, nor the Commission, nor any person acting on behalf of the Commission:

A. Makes any warranty or representation, expressed or implied, with respect to the accuracy, completeness, or usefulness of the information contained in this report, or that the use of any information, apparatus, method, or process disclosed in this report may not infringe privately owned rights; or

B. Assumes any liabilities with respect to the use of, or for damages resulting from the use of any information, apparatus, method, or process disclosed in this report.

As used in the above, "person acting on behalf of the Commission" includes any employee or contractor of the Commission, or employee of such contractor, to the extent that such employee or contractor of the Commission, or employee of such contractor prepares, disseminates, or provides access to, any information pursuant to his employment or contract with the Commission, or his employment with such contractor.